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THE SURVEY INFORMATION SHOWN AS A BACKGROUND SCREEN ON
THIS SHEET IS SHOWN FOR REFERENCE ONLY AND IS BASED ON
A SURVEY BY: HICKMAN & ASSOCIATES DATE: 03/05/08

BASIS OF BEARINGS FOR THIS SURVEY IS PARTITION PLAT NO. 3003-040.

2. ALL ELEVATIONS FOR THIS SURVEY ARE BASED UPON WASHINGTON COUNTY BENCH
MARK #102, WHICH IS A BRASS DISK IN CONCRETE AT THE NW CORNER OF
INTERSECTION OF CIPOLE ROAD AND THE SOUTHERN PACIFC R.R.. ELEVATION OF

ARCHITECTURAL REVIEW SUBMITTAL - APRIL 12, 2019

Architecture = Interiors
Planning = Engineering

Portland, OR
503.224.9560

Vancouver, WA
360.695.7879

Seattle, WA
206.749.9993

www.mcknze.com

MACKENZIE

DESIGN DRIVEN | CLIENT FOCUSED
L ]

Client

MUTUAL MATERIALS

605 NE 119TH AVE.
BELLEVUE, WA 98005

Project

MUTUAL MATERIALS
WHOLESALE
TUALATIN, OR

EXPIRES: 12/31/20

@ MACKENZIE 2019
ALL RIGHTS RESERVED

THESE DRAWINGS ARE THE PROPERTY
MACKENZIE AND ARE NOT TO BE USED
OR REPRODUCED IN ANY MANNER,
WITHOUT PRIOR WRITTEN PERMISSION

REVISION SCHEDULE

Delta Issued As Issue Date

SHEET TITLE:

EXISTING
CONDITIONS
PLAN

DRAWN BY:

CHECKED BY:-

SHEET:

V1.10

BN 2190107.00

219010700\DRAWINGS\CIVIL\107-V1.10.DWG BTC 04/11/19 10:55 1:60.00



SEE 2/C1.10 FOR CONNECTION
TO PUBLIC STREET

LAKESIDE
LUMBER PAVEMENT LEGEND

ASPHALT PAVEMENT SECTION (POND ACCESS)

N
EXISTING 19’ . @\
UTILITY EASEMENT

LEGEND

PROPERTY LINE _— -

Architecture = Interiors
VERTICAL CURB ASPHALT PAVEMENT SECTION It _ \
Planning = Engineering
RETAINING WALL - - UNI—ANCHORLOCK PAVERS
ORNAMENTAL WALL
CHAINLINK FENCE " " ARCHITECTURAL SLAB SIDEWALK
Portland, OR
ORNAMENTAL FENCE o o 503.224.9560
Vancouver, WA
CATCH BASIN m o0 870
FIRE HYDRANT L 2 Seattle, WA
SITE DATA 206.749.9993
TOTAL SITE AREA 217,627 SF www.mcknze.com
DEVELOPMENT AREA 199,166 SF
e MACKENZIE
DESIGN DRIVEN | CLIENT FOCUSED
END GROSS BUILDING AREA :,382 SF -~
STORAGE BUILDING SF
KD "1 | ’
ARLINGTON < @) STORAGE BAYS 4600 SF MUTUAL MATERIALS
COMMONS L.
IMPERVOIUS AREA
SR -
W& 10.5" PAVERS 4,250 SF
ERRss | SIDEWALK 6,210 SF
R >
K 84,53 | ASPHALT 108,550 SF
K3 o'l TOTAL 119,010 SF (54.7%) 605 NE 119TH AVE.
BELLEVUE, WA 98005
PATIO/DISPLAY AREA 8,100 SF
' LANDSCAPE AREA 98,617 SF (45.3%)
I Y (INCLUDES PATIO/DISPLAY AREA)
PARKING LOT AREA 9,015 SF
PARKING LOT LANDSCAPE
REQUIRED 675 SF (25 SF/PARKING STALL)
PROVIDED 1,435 SF

Project

PARKING DATA MUTUAL MATERIALS

I
I
| EGURED WHOLESALE
' ACCESSIBLE 1 SPACES TUALATIN, OR
' STANDARD 13 SPACES (3/1,000 GSF)
COMPACT 0 SPACES
CARPOOL /VANPOOL 2 SPACES (1/25 STANDARD SPACES)
: BIKE 1 SPACES (0.1/1,000 GSF)
PROVIDED
| ACCESSIBLE 2 SPACES
STANDARD 15 SPACES
' SUBCOMPACT 8 SPACES
' / CARPOOL /VANPOOL 2 SPACES
TOTAL 27 SPACES EXPIRES: 12/31/20
/. BIKE 5 SPACES (COVERED) © . MACKENZIE 2019
/ ALL RIGHTS RESERVED
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1. 6" VERTICAL CURB 23. PALLET SCALE Delta Issued As Issue Date
2. LANDSCAPE AREA 24. DRILLING & MATERIALS WASH STATION
3. 4” WIDE WHITE PARKING STRIPE 25. BLOCK RETAINING WALL
4. ACCESSIBLE PARKING STALL 26. TRASH ENCLOSURE
5. 6 TALL CHAIN LINK FENCE W/ 1" BARBED WIRE 27. 4 VINYL—COATED CHAIN LINK FENCE
6. 6 TALL ORNAMENTAL FENCE 28. BICYCLE PARKING DIRECTION SIGN
7. 6 TALL ORNAMENTAL BLOCK 29. REMOVE EXISTING FENCE
8. SEGMENTAL BLOCK STORAGE BINS 30. MATCH EXISTING SIDEWALK
9. 2’ CONCRETE HEADER 31. MATCH EXISTING ASPHALT
10. EDGE OF PAVEMENT 32. COVERED BICYCLE PARKING
11. SHOW AREA BY OWNER 33. 27° SWING GATE
12. ASPHALT PAVING 34. 12' SWING GATE . .
13. MECHANICAL UNITS 35. 10" CONCRETE PAD WITH BOLLARD PROTECTION SHEET TITLE:

14. 2’ CURB BREAK FOR DRAINAGE FOR PROPANE TANK

15. STORMWATER BASIN 36. BUILDING MAIN ENTRANCE SITE PLAN
16. 6” BOLLARD 37. 7 PEDESTRIAN SWING GATE

17. BICYCLE PARKING SIG 38. SITE LIGHTING. SEE PHOTOMETRIC PLAN SHEET

18 E,IQCOPCc';gED FR[E:_:N HYS[:R':NT C1.31 FOR FURTHER INFORMATION

19. TRANSFORMER PAD 39. CARPOOL/VANPOOL PARKING SPACES

20. ACCESSIBLE RAMP 40. EXISTING FENCE TO REMAIN

21. DRIVE-ON SCALE 41. ROCK CHANNEL

22 10° X 10° CONCRETE PAD 42. SUBCOMPACT PARKING STALL
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1l GRADING NOTES

1. ROUGH GRADING: ROUGH GRADE TO ALLOW FOR DEPTH OF BUILDING SLABS, PAVEMENTS, BASE COURSES, AND Architecture = Interiors
TOPSOIL PER DETAILS AND SPECIFICATIONS. Planning - Engineering

2. FINISH GRADING: BRING ALL FINISH GRADES TO APPROXIMATE LEVELS INDICATED. WHERE GRADES ARE NOT
OTHERWISE INDICATED, HARDSCAPE FINISH GRADES ARE TO BE THE SAME AS ADJACENT SIDEWALKS, CURBS,
OR THE OBVIOUS GRADE OF ADJACENT STRUCTURE. SOFTSCAPE GRADES (INCLUDING ADDITIONAL DEPTH OF
TOPSOIL) SHALL BE SET 6 INCHES BELOW BUILDING FINISHED FLOORS WHERE ABUTTING BUILDINGS, 1-2
INCHES WHERE ABUTTING WALKWAYS OR CURBS, OR MATCHING OTHER SOFTSCAPE GRADES. GRADE TO Portland, OR
U UNIFORM LEVELS OR SLOPES BETWEEN POINTS WHERE GRADES ARE GIVEN. ROUND OFF SURFACES, AVOID 503.224.9560
ABRUPT CHANGES IN LEVELS. AT COMPLETION OF JOB AND AFTER BACKFILLING BY OTHER CRAFTS HAS BEEN Vancouver, WA
COMPLETED, REFILL AND COMPACT AREAS WHICH HAVE SETTLED OR ERODED TO BRING TO FINAL GRADES. 360.695.7879
3. EXCAVATION: EXCAVATE FOR SLABS, PAVING, AND OTHER IMPROVEMENTS TO SIZES AND LEVELS SHOWN OR 25’2";2“995;"93
REQUIRED. ALLOW FOR FORM CLEARANCE AND FOR PROPER COMPACTION OF REQUIRED BACKFILLING T
MATERIAL. DAMAGE TO UTILITIES SHALL BE CORRECTED AT THE CONTRACTOR'S EXPENSE. www.mcknze.com
173.84 |TOP 4. EFFECTIVE EROSION PREVENTION AND SEDIMENT CONTROL IS REQUIRED. EROSION CONTROL DEVICES MUST MACKENZI E

BE INSTALLED AND MAINTAINED MEETING THE LOCAL AGENCY AND STATE AGENCY REQUIREMENTS. THE A
GOVERNING JURISDICTION MAY, AT ANY TIME, ORDER CORRECTIVE ACTION AND STOPPAGE OF WORK TO | .

ACCOMPLISH EFFECTIVE EROSION CONTROL. Client
5. DRAINAGE SHALL BE CONTROLLED WITHIN THE WORK SITE AND SHALL BE ROUTED SO THAT ADJACENT MUTUAL MATERIALS
XN ,‘33“.‘0““\ R PRIVATE PROPERTY, PUBLIC PROPERTY, AND THE RECEIVING SYSTEM ARE NOT ADVERSELY IMPACTED. THE
“,’.‘,’9}2;3‘.%{?’“ ENGINEER AND/OR GOVERNING JURISDICTION MAY, AT ANY TIME, ORDER CORRECTIVE ACTION AND STOPPAGE
./s“t%%“g OF WORK TO ACCOMPLISH EFFECTIVE DRAINAGE CONTROL.

6. SITE TOPSOIL STOCKPILED DURING CONSTRUCTION AND USED FOR LANDSCAPING SHALL BE APPROVED BY THE
LANDSCAPE ARCHITECT.

7. CONTRACTOR TO REVIEW AND CONFIRM GRADES AT JOIN POINTS, SUCH AS AT DAYLIGHT LIMITS AND
BUILDING ENTRANCES, PRIOR TO CONSTRUCTION. 605 NE 119TH AVE.

8. 2% MAXIMUM SLOPE AT ALL ACCESSIBLE PARKING SPACES AND LOADING ZONES. BELLEVUE, WA 98005

9. 5% MAXIMUM SLOPE (8.33% FOR DESIGNATED RAMPS) AT PEDESTRIAN SIDEWALK CONNECTIONS BETWEEN
PUBLIC R.O.W. AND BUILDING ENTRANCES.

KEYNOTES a0 |

1. EXISTING TREE TO BE REMOVED. SEE TREE REMOVAL PLAN, SHEET C1.21 MUTUAL MATERIALS
WHOLESALE

TUALATIN, OR
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LEGEND

PROPERTY LINE ——

EXISTING CONTOUR

PROPOSED CONTOUR 184 ——4 ’ TREE TABLE Architecture = Interiors

ﬁ' TREE NUMBER TREE DIAMETER (IN.) REMOVE? Planning = Engineering
I 1 15" YES
EXISTING TREE TO BE REMOVED 5 15" YES
3 9” YES

I 4 9" YES Portland, OR

\~/| 5 (2) 117 & 20" YES 503.224.9560

) ) Vancouver, WA

6 (2) 7.5" & 16 YES 3606957879

7 (2) 45" & 8.5” YES Seattle, WA

8 15" YES 206.749.9993
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CONNECT TO EXIST. \
8" WATER — \
INSTALL GATE VALVE
N v = S N VeV Vi N < E
\ < ZONE T —
ExIST SS STUB \ CATCH BASIN T —
¢ IIIIIIlllll\‘llllllllll‘lll.....}..~.-~ —
IE(15")=162.0 RIM=175.0 <Ly —
CONNECT 1o }’4 E(6")=172.50 i N s = S T — e
) YO ON .
EXIST. SS STUB y/ \‘& <« X | — A ' IE(6")=177.0
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187
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THE SURVEY INFORMATION SHOWN AS A BACKGROUND SCREEN ON ( IN FEET )
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A SURVEY BY: HICKMAN & ASSOCIATES DATE: 03/05/08

8" @ 0.75% /

SAND SEPARATOR

CATCH BASIN

IE(6”)=181.10

UTILITY NOTES

b

10.

11.

12.

13.

ALL WORK SHALL CONFORM TO THE CURRENT REQUIREMENTS OF LOCAL AGENCY, THE
CURRENT EDITION OF THE UNIFORM PLUMBING CODE, AND THE INTERNATIONAL
BUILDING CODE.

THE WORKING DRAWINGS ARE GENERALLY DIAGRAMMATIC. THEY DO NOT SHOW EVERY
OFFSET, BEND OR ELBOW REQUIRED FOR INSTALLATION IN THE SPACE PROVIDED. THEY
DO NOT SHOW EVERY DIMENSION, COMPONENT PIECE, SECTION, JOINT OR FITTING
REQUIRED TO COMPLETE THE PROJECT. ALL LOCATIONS FOR WORK SHALL BE CHECKED
AND COORDINATED WITH EXISTING CONDITIONS IN THE FIELD BEFORE BEGINNING
CONSTRUCTION. EXISTING UNDERGROUND UTILITIES LAYING WITHIN THE LIMITS OF
EXCAVATION SHALL BE VERIFIED AS TO CONDITION, SIZE AND LOCATION BY
UNCOVERING, PROVIDING SUCH IS PERMITTED BY LOCAL PUBLIC AUTHORITIES WITH
JURISDICTION, BEFORE BEGINNING CONSTRUCTION. CONTRACTOR TO NOTIFY ENGINEER
IF THERE ARE ANY DISCREPANCIES.

PROVIDE CLEANOUTS AS REQUIRED IN THE CURRENT UNIFORM PLUMBING CODE CHAPTER
7, SECTIONS 707 AND 719, AND CHAPTER 11, SECTION 1101.12. NOTE: NOT ALL
REQUIRED CLEANOUTS ARE SHOWN ON THE PLANS.

ALL STORM PIPING IS DESIGNED USING CONCENTRIC PIPE TO PIPE AND WYE FITTINGS,
UNLESS OTHERWISE NOTED.

ALL DOWNSPOUT LEADERS TO BE 6 INCHES AT 2.0% MINIMUM UNLESS NOTED
OTHERWISE.

VERIFY LOCATION, SIZE AND DEPTH OF EXISTING UTILITIES BY POTHOLING PRIOR TO
CONSTRUCTION. NOTIFY ENGINEER OF DISCREPANCIES.

IF APPLICABLE, PROVIDE 2 INCH PVC DRAIN LINE FROM DOMESTIC WATER METER VAULT
AND BACKFLOW PREVENTER VAULT TO THE DOUBLE DETECTOR CHECK VALVE (FIRE)
VAULT. PROVIDE 1/3 HP SUMP PUMP AT BASE OF FIRE VAULT AND INSTALL 2 INCH
PVC DRAIN LINE WITH BACKFLOW VALVE FROM SUMP PUMP TO DAYLIGHT AT NEAREST
CURB. FURNISH 3/4 INCH DIAMETER CONDUIT FROM BUILDING ELECTRICAL ROOM TO
FIRE VAULT FOR SUMP PUMP ELECTRICAL SERVICE. NOTE: COORDINATE WITH FIRE
PROTECTION CONTRACTOR FOR FLOW SENSOR INSTALLATION AND CONDUIT
REQUIREMENTS.

IF APPLICABLE, CONTRACTOR TO PROVIDE POWER TO IRRIGATION CONTROLLER. SEE
LANDSCAPE PLANS AND SPECIFICATIONS.

SEE BUILDING PLUMBING DRAWINGS FOR PIPING WITHIN THE BUILDING AND UP TO 5
FEET OUTSIDE THE BUILDING, INCLUDING ANY FOUNDATION DRAINAGE PIPING.

CONTRACTOR TO MAINTAIN MINIMUM 3 FEET OF COVER OVER ALL UTILITY PIPING AND
CONDUITS, UNLESS NOTED OTHERWISE.

WHERE CONNECTING TO AN EXISTING PIPE, AND PRIOR TO ORDERING MATERIALS, THE
CONTRACTOR SHALL EXPOSE THE END OF THE EXISTING PIPE TO VERIFY THE LOCATION,
SIZE, AND ELEVATION. NOTIFY ENGINEER OF ANY DISCREPANCIES.

CONTRACTOR SHALL SCOPE ALL PRIVATE ONSITE GRAVITY SYSTEM LINES THAT ARE
BEING CONNECTED TO FOR PROPOSED SERVICE. SCOPING SHALL OCCUR A MINIMUM OF
72 HOURS PRIOR TO CONSTRUCTION AND THE ENGINEER SHALL BE NOTIFIED
IMMEDIATELY OF ANY DISCREPANCIES WITH AS—BUILT RECORDS/SURVEY FINDINGS OR IF

THE EXISTING UTILITIES ARE DAMAGED OR SHOW SIGNS OF SIGNIFICANT DETERIORATION.

CONTRACTOR SHALL PROVIDE THE ENGINEER WITH VIDEO RECORDS, ALONG WITH A
SKETCH IF THE LOCATIONS DIFFER FROM AS—BUILT PLANS OR SURVEY FINDINGS.

PRODUCT MATERIAL SUBMITTALS FOR REVIEW BY THE ENGINEER SHALL BE
ACCOMPANIED BY A MANUFACTURER'S CERTIFICATION THAT THE PRODUCT IS CAPABLE
OF MEETING PERFORMANCE EXPECTATIONS (I.E. — WATERTIGHT, MINIMUM/MAXIMUM
BURIAL, PREVENTION OF GROUNDWATER INTRUSION, ETC.) BASED ON THEIR REVIEW OF
THE PROJECT PLANS. IN THE ABSENCE OF A MANUFACTURER’'S CERTIFICATION, THE
GENERAL CONTRACTOR’'S REVIEW STAMP SHALL CONSTITUTE THAT THEY HAVE
PERFORMED THE NECESSARY REVIEW TO CERTIFY THE PRODUCT'S CONFORMANCE TO
PROJECT SPECIFICATIONS AND GENERAL EXPECTATIONS.

LEGEND
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SANITARY LINE

WATER LINE ---
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\k/L’* — )
SN TREES
+++++ T Architecture - Interiors
ORI e ZELKOVA SERRATA 'GREEN VASE’ — 2" CAL. Planning = Engineering
of A GREEN VASE™ ZELKOVA B&B
) AS SHOWN
© ‘4
© '
© .
9 QUERCUS COCCINEA 2" CAL.
- SCARLET OAK BSB
chE e AS SHOWN Portland, OR
fiie 503.224.9560
: : Vancouver, WA
ol j FRAXINUS AMERICANA "JUNGINGER’ 2" CAL. 360.695.7873
o AUTUMN PURPLE ASH BB Seattle, WA
ade AS SHOWN 206.749.9993
il
W) www.mcknze.com
Ol ACER RUBRUM 'RED SUNSET’ 2" CAL.
+++++++++ 4 'RED SUNSET’ MAPLE BB
S c AS SHOWN MAC KENZI E
5 rrrf . ‘ DESIGN DRIVEN | CLIENT FOCUSED ‘
8" Client
< - NI TILIA CORDATA 'GREENSPIRE’ 2" CAL.
ARLINGTON Ba o S i 'GREENSPIRE’ LINDEN B&A MUTUAL MATERIALS
LA . Hﬁ AS SHOWN
COMMONS S :
AN 4 rrrr
] s -y
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% SHRUBS
o
Hﬁ o MYRICA CALIFORNICA 3 GAL.
WH' , PACIFIC WAX MYRTLE AS SHOWN
o o LIGUSTRUM JAPONICUM 'TEXANUM’ 2 GAL.
9 JAPANESE PRIVET AS SHOWN
AL o ESCALLONIA FRADES 'PINK PRINCESS’ 2 GAL.
PINK PRICESS’ ESCALLONIA AS SHOWN
VIBURNUM TINUS 'SPRING BOUQUET’ 2 GAL.
I SPRING BOUQUET’ VIBURNUM AS SHOWN
| . VIBURNUM TINUS 'DWARF’ 2 GAL. —
LAURUSTINUS AS SHOWN Project
CORNUS SERICEA 'ISANTI 2 GAL. MUTUAL MATERIALS
‘ISANTI” RED—OSIER DOGWOOD AS SHOWN WHOLESALE
EUONYMUS ALATA 'COMPACTA’ 2 GAL.
| © DWARF WINGED EUONYMUS AS SHOWN TUALATIN, OR
! o RHODODENDRON "UNIQUE’ 2 GAL.
UNIQUE" RHODODENDRON AS SHOWN
NANDINA DOMESTICA 'GULFSTREAM’ 2 GAL.
© GULFSTREAM’ NANDINA AS SHOWN
| HAKONECHLOA MACRA ’AUREOLA’ 1 GAL.
| JAPANESE FOREST GRASS 18” 0.C.
HELICTOTRICHON SEMPERVIRENS 1 GAL.
BLUE OAT GRASS 18” 0.C.
BERBERIS THUNBERGII 'CRIMSON PYGMY'| 2 GAL.
CRIMSON PYGMY' BARBERRY 24" 0.C.
I VIBURNUM DAVIDII 2 GAL.
| DAVID’S VIBURNUM 36”7 0.C.
SPIREA JAPONICA 'GOLDMOUND’ 2 GAL.
GOLDMOUND SPIREA 30" 0.C.
% PENNISETUM ALOPECUROIDES 'HAMELN’ | 2 GAL.
DWARF FOUNTAIN GRASS 30" O.C.
| - - © . MACKENZIE 2019
MAHONIA AQUIFOLIUM "COMPACTA 1 GAL. ALL RIGHTS RESERVED
COMPACT OREGON GRAPE 24" 0O.C. THESE DRAWINGS ARE THE PROPERTY
o GAULTHERIA SHALLON 1 GAL "'OR REPRODUCED IN ANY MANNER,
m SALAL 24” 0.C. WITHOUT PRIOR WRITTEN PERMISSION
[ ]
GROUNDCOVER
REVISION SCHEDULE
i ARCTOSTAPHYLOS UVA—URSI 1 GAL.
] KINNIKINNICK 18" 0.C. Delta | IssuedAs | lssue Date
LAWN SEED
A SUNMARK SEEDS SUN MIX AS SHOWN
STORMWATER
PLANTING NOTES QTY. | BLANTING
1. CONTRACTOR SHALL BE RESPONSIBLE TO REMOVE 6. INSTALLATION: ,
ACER ATUM 2 GAL. 2" HT.
ALL EXISTING VEGETATION FROM PROPOSED 6.1. ALL LANDSCAPING SHALL BE INSTALLED ONEE: e AR e AT AS SHOWN
PLANTING AREAS. ACCORDING TO ACCEPTED PLANTING
2. ALL LANDSCAPE AREAS SHALL BE INSTALLED AND PROCEDURES; AL 3 HT
MAINTAINED IN ACCORDANCE WITH CITY OF 6.2. THE PLANT MATERIALS SHALL BE OF HIGH 4 SALIX SITCHENS . .
TUALATIN. GRADE, AND SHALL MEET THE QUALITY AND ® 3 SITKA WILLOW AS SHOWN |
3. ALL LANDSCAPE AREAS SHALL BE IRRIGATED WITH SIZE STANDARDS OF THE AMERICAN SHEET TITLE:
AN APPROVED AUTOMATIC IRRIGATION SYSTEM STANDARDS FOR NURSERY STOCK (ANSI 760, . CORNUS STOLONIFERA 1 GAL. AS SHOWN LANDSCAPE
AND AUTOMATIC RAIN SHUTOFF CONTROLLER 1-1986, AS UPDATED); AND 123 REDTWIG DOGWOOD CLUSTER
PROVIDING 100% HEAD TO HEAD COVERAGE. 6.3. ALL REQUIRED TREES SHALL BE AT LEAST 2 PLAN
4. MAINTENANCE: INCHES IN CALIPER AND SHRUBS AT LEAST 1 . 17 ROSA NUTKANA 1 GAL. AS SHOWN
4.1. THE OWNER OR ASSIGNED AGENT SHALL BE GALLON. NOOTKA ROSE CLUSTER
RESPONSIBLE FOR THE MAINTENANCE OF ALL 6.4. TREES, SHRUBS, PERENNIALS, PERENNIAL
LANDSCAPING AND SCREENING, WHICH SHALL GRASSES, AND GROUND COVERS SHALL BE SPIREA DOUGLASII 1 GAL. AS SHOWN
BE MAINTAINED IN GOOD CONDITION SO AS LOCATED AND SPACED TO ACCOMMODATE © 12 WESTERN SPIREA CLUSTER
TO PRESENT A HEALTHY, NEAT AND ORDERLY THEIR MATURE SIZE ON THE SITE.
APPEARANCE, SHALL BE REPLACED OR 6.5 A MINIMUM OF 12—INCH DEPTH OF NON m 12 690 JUNCUS PATENS 6 PLUGS PER SF
REPAIRED AS NECESSARY, AND SHALL BE COMPACTED SOIL SHALL BE AVAILABLE FOR A ’ CALIFORNIA GRAY RUSH (1”X6” MIN. SIZE) ‘
KEPT FREE FROM REFUSE AND DEBRIS. WATER ABSORPTION AND ROOT GROWTH IN ‘ DRAWN BY: AJS
5. PRUNING: PLANTED AREAS. N\ |6,552 SF|SEED MIX 120 LBS. PER ACRE
5.1. ALL PLANT GROWTH IN LANDSCAPED AREAS 6.6. A MINIMUM OF A 4—INCH LAYER OF POROUS — 40% DWARF TALL FESCUE PER CLEAN WATER CHECKED BY:TJB
OF DEVELOPMENT SHALL BE CONTROLLED BY MULCH SHALL BE APPLIED TO ALL EXPOSED — 30% DWARF PERENNIAL RYE SERVICES ‘
PRUNING, TRIMMING OR OTHERWISE SO THAT SOIL SURFACES O NON—=TURF AREAS WITHIN — 25% CREEPING RED FESCUE SHEET:
IT WILL NOT INTERFERE WITH THE THE LANDSCAPE AREA. PLANT TYPES THAT — 5% COLONIAL BENTGRASS
MAINTENANCE OR REPAIR OF ANY PUBLIC ARE INTOLERANT OF MULCH SHALL BE
UTILITY AND IT WILL NOT RESTRICT EXEMPT FROM THIS REQUIREMENT.
PEDESTRIAN OR VEHICULAR ACCESS; NOT NONMATERIAL, SUCH AS PLASTIC SHEETING, I 1 1
CONSTITUTE A TRAFFIC HAZARD BECAUSE OF SHALL NOT BE PLACED UNDER THE MULCH. "]
REDUCED VISIBILITY; AND TREES SHALL BE HOWEVER, POROUS LANDSCAPE FABRIC IS
MAINTAINED TO PROVIDE AT LEAST 8 FEET PERMITTED.

OF CLEARANCE ABOVE SIDEWALKS AND 13
FEET ABOVE A LOCAL STREET, 15 FEET

ABOVE A COLLECTOR STREET, AND 18 FEET ( IN FEET ) [

JOB NO.
QSSFV/ECQ.N ARTERIAL STREET ROADWAY | inch — 30 ft. 2190107.00
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Composite Shingles Paint: Lap Siding

Cultured Stone Paint: Wood Trim
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: & TWR2 LED 7A L7, G |2
Number Number ®
D-Series , J) LITHONIA LIGHTING' |-
Size O - LED Wall Luminaire — ~
Notes
LED Area Luminaire R Portland, OR
Type ' L Type ortian y
T
DLC FEATURES & SPECIFICATIONS ype 50389949560
A1 INTENDED USE
ISTEY - NIGHTTIME I d . Provid £ mai ree illumination f i . idential & il liati va.“couvef, WA
FRIENDLY ntroduction . rovides years of maintenance-free illumination for outdoor use in residential & commercial applications. 360.695.7879
Introduct at ghti i : ©95.
- . ntroauction Ideal for applications such as lighting walkways and stairways for safety and security. Outdoor G 1P
diseries The modern styling of the D-Series is striking U utdoorieneralFurpose Seattle. WA
yet unobtrusive - making a bold, progressive This popular TWRZ wall luminaire combines 206.749 5993
- ! . . . .. Cast-aluminum housing with corrosion-resistant paint in either dark bronze or white finish. . \
Specifications statement even as it blends seamlessly with its ¢ classic day form with long-lasting, energy-efficient oA compliat
08 o environment. Specifications LED technology - perfect for Metal Halide OPTICS LED WALL CYLINDER LIGHT www.mcknze.com
EPA: : "
(07m) The D-Series distills the benefits of the latest in LED Width: (4?717 ) - D replacements. 4000K CCTLEDs. C N
" . . . ) 3.4 Cm, . . . . .
Length: (66206 : technology into a high performance, high efficacy, Heich 9 r ] < | The TWR2 LED luminaire replaces up to a 400W Polycarbonate ens protects the LED from mo'swre'fd"tand other contaminants. ' M A K E Z I E
0 cm, . . . . eight: | . R . . LUMEN MAINTENANCE: The LED will deliver 70% of its initial lumens at 50,000 hour average LED life. See
Width 13" long-life luminaire. The outstanding photometric wzzem ‘ ' H i metal halide luminaire while saving up to 85% Lighting Facts label on page 2 for performance details | —
idth: e : " . . . '
(33.0m) performance results in sites with excellent Depth: (?(22/516) 6 | Jb i in energy costs. With an expected service life of ELECTRICAL Client
. . . .0 Cm,
Height: “787 ) Znn‘ormlty, grjatle]: pole TpaCIng and lower powelr Weich 172 Ibs W ] more than 20 years, the TWR2 LED eliminates MVOLT driver operates on any line voltage from 120-277V MUTUAL MATERIALS
8 H HA H i . .
nsity. Itis i rr in 400W m eight: : i _
Weight 16 lbs hel'j Y .ths e |O eplading tp t?c 6!(5)5/) deta 9 78kg) frequent lamp and ballast replacements Operating temperature -30°C fo 40°C.
alide with typical ener Savings O c an . . . . i
(max): (7.25k) ypiea: energy 9 associated with traditional technologies. 1KV surge protection standar.
expected service life of over 100,000 hours. INSTALLATION
Surface mounts to universal junction box (provided by others).
EXAMPLE: DSXO0 LED 40C 1000 40K T3M MVOLT SPA DDBXD s ) (povided by others)
DSX0 LED UL Listed to U.S. and Canadian safety standards for wet locations.
Tested in accordance with IESNA LM-79 and LM-80 standards.
. . WARRANTY — 5-year limited warranty. Complete warranty terms located at
. ' . . ordermg Information EXAMPLE: TWR2 LED P1 50K MVOLT DDBTXD www.acuitybrands.com/CustomerResources/Terms and conditions.aspx
DSXOLED | Forward optics 530 530mA 30K 3000K80 | T1S  Typelshort TFTM  Forward throw MVOLT Shipped included ] ) o
200 20LEDs (one engine) 700 700mA CRImin.) 125 Typellshort medium 120 SPA Square pole mounting Actual performance may differ as a result of end-user environment and application. Svecifcations 605 N E 1 1 9TH AVE
40C 40 LEDs (twoengines) | 1000 1000 mA 40K églongn(;O T2M  Type ll medium TSVS TypeVveryshort | pog+ RPA Round pole mounting TWR2 LED All values are design or typical values, measured under laboratory conditions at 25 °C. P o : : -
Rotated optics’ an? sk 5000 :< k70 T3S Type lll short 155 TypeVshort 240* WBA Wall bracket Note: Specifications subject to change without notice. All dimensions are inches (centimeters) BELLEVU E, WA 98005
30C 30LEDs (one engine) <) M Tpellmedum  TSM  TypeVmedium 2774 SPUMBA Square pole universal mounting adaptar® Series Performance Package Color Temperature Voltage Controls Finish
TAM  Type IV medium TSW TypeV wide 347° RPUMBA Round pole universal mounting adaptor ®
AMBPC é\m;rh . P @0 | Shippedseparately P gadp TWR2 LED Pl 8150 umens 40K 400K MvOLT (blank) o controls DDBTXD  Textured Dark bronze \ 3-11/16
1 — (9.4)
converted” KMA8 DDBXDU  Mast arm mounting bracket adaptor P2 5700lumens S0k 000K al PE Photo control — |
ify fini 4-5/16
(specify finish) o ]
5-7/8 (5157/08) -1/4
0 8 :
NOTES (15.0) ot (23.4)
Shipped installed Shipped installed DDBXD  Dark bronze ! g‘ﬁ’gf@;%dg;’;‘fgéﬁrs”peram’e (CCT) shown is nominal per I
PER NEMA twist-lock receptacle only (no controls) ¢ BL30 Bi-level switched dimming, 30% " HS  House-side shield '® DBLXD  Black
PERS Five-wire receptacle only (no controls) BL50 Bi-level switched dimming, 50% " SF Single fuse (120,277, 347V) 7 DNAXD  Natural aluminum 2 2”7\;3%&2‘66;;99'3"95 on any line voltage from 120-
PER7 Seven-wire receptacle only (no controls) ® PNMTDD3  Part night, dim till dawn DF  Double fuse (208, 240, 480V) DWHXD ~ White
DMG 0-10V dimming driver (no controls) ° PNMT5D3  Part night, dim 5 hrs ® 190  Left rotated optics ' DDBTXD  Textured dark bronze ORDERING INFORMATION For shortest lead times, configure products using bolded options. Example: OLLWD LED P1 40K MVOLT DDB
DCR Dimmable and controllable via ROAM® (no controls) "' i PNMT6D3  Part night, dim 6 hrs R90  Right rotated optics ' DBLBXD  Textured black L ]
PIR Motion sensor, 8-15'mounting height PNMT7D3  Part night, dim 7 hrs DDL  Diffused drop lens™ DNATXD  Textured natural aluminum FEATURES & SPECIFICATIONS Project
PIRH Motion sensor, 15-30'mounting height DWHGXD  Textured white INTENDED USE LISTINGS
The TWR2 LED combines traditional wall pack design with energy-efficient, low maintenance LEDs for UL Listed to U.S. and Canadian safety standards for wet locations. Tested in accordance with : fof
replacing up to 400W Metal Halide luminaires. The traditional shape helps maintain building aesthetics IESNA LM-79 and LM-80 standards. Series Performance Package Color temperature ((CT) Voltage Finish M UTUAL MATE R IALS
. hen replacing only a portion of your building’s wall packs. TWR2 LED is ideal for outdoor applications o . . . . .
NOTES W ) ! D Lights C ® (DLO) qualified product. Not all fth d -
Controls & Sh-lelds ® 1 30 LEDs (30C option) and rotated options (L90 or R90) only available 11 Specifies a ROAM® enabled luminaire with 0-10V dimming capability; PER such as carports, loading areas, driveways and parking areas. osign oIS Monsartim (OLa) qualifie Al ,UCt may OLLWDLED Downlight P 40K 4000K MVOLT  120v-277V bDB Darkbronze WH o LESALE
= DLLI27F1.50U Photocell - SSL twist-lock (120-277V) together. P P y option required. Additional hardware and services required for ROAM® be D.LC qu.allﬂed. E\ease check .the DLC Qualified Products List at to OLLWU LED Up & downlight 120 120V WH White
'S DL347F15CULIU  Photocell - SSL twist-lock (347V) * 2 10%0mA.not available with AMBPC. deployment; must be purchased separately. Call 1-800-442-6745 or email: CONSTRL_’CHON ) ) ) ) - o confirm which versions are qualified. TUALATI N O R
g S DLL4SOF 1.5CULJU  Photocell - SSL twist-lock (480V) ™ 3 AMBPC only available with 530mA or 700mA. BNMT . N/A with PIR, PIRH, PERS, PER7, BL30, BL50 or Cast alumlnum hot..xsmg with bronze polyevster‘ powder paint for \a§tlng dur‘ablllty. Door is hmged WARRANTY y
‘= % SCU Shorting cap ** 4 ’gAVO.:;T ?gg\?rZ%%?/raZti(sj\?n 3237/;’\’}5 vct>.|tage frlom }1120-27d7v'(50/é?h12).' 12 PR speocﬁi‘e?tsl:e control; PIRH specifies the on thg side anS stwllangt;s(;)?t of ﬂt]j way dl:”‘?%,‘mta”jél? af‘q service. E.astlngs are sealed with a 5-year limited warranty. Complete warranty terms located at:
8 Cé DSXOHS 20C U House-side shield for 20 LED unit * (SPF’eBgoptlo,ns) A or options only when oradering wi using : ' | Contrq‘; see . for deta"S‘ one-plece gasket. Rate Or outdoor Installations, - minimum ambpient. . o Ve ¢ ) g ~ . |
3 :'E’ DSKOHS 30CU House:side shieldfor 30 LED unit :b 5 NOt'|a\éTilabliMéifg(f;%ﬁa_lgoboagdy\j,aﬁ-omA product (20C 530 or 30C 530). Not 13 RD;rgLT:QSQain;zziisttizrrg?:\in}iy:?tegvgﬂfﬂ.e ith PERS or PERT. ELECTRK_:AL . L X Note: Actual performance may differ as a result of end-user environment and application.
O © DSXOHs40CU House-side shield for 40 LED unit * 6 aA\:ZIEbieev:sta oate coronrbinationogclce)QSSQ - PUMBA (finish) Us 1.5 G 14 Dimming driver standard. MVOLT only. Not available with 347V, 480V, Long-lz.astm.g, energy efficient LEDs maintain 70% or more of light output after 100,000 hours All values are design or typical values, measured under laboratory conditions at 25 °C.
&" B DSX0DDL U Diffused drop lens (polycarhonate) vibration load rafing per ANCI C136.31. y: o D_CR, PERS,‘PER7 or PNMT options. ) ) of service life (L70/100,000 hO_U"S): MVOLT driver operates on any line voltage from 120-277V Specifications subject to change without notice.
-8 PUMBADDBXDU*  Square and round pole universal mount- 7 Must be ordered as a separate accessory; see Accessories information. For 15 Dimming driver standard. MVOLT only. Not available with 347V, 480V, (50/60Hz). 10kV surge protection included.
o] ing bracket adaptor (specify finish) use with 2-3/8" mast arm (not included). DCR, PERS, PER7, BL30 or BLS0. L X
KMA8 DDBXD U Mast arm mounting bracket adaptor 8  Photocell ordered and shipped as a separate line item from Acuity Brands 16 Also available as a separate accessory; see Accessories information. INSTALLATION . ) o ) .
(specify finish)’ Controls. See accessories. 17 %vsg\lleg:(s)s/(SFzé%%uwes 120V, 277V or 347V. Double fuse (DF) requires Designed for wall mounting four feet or higher from ground. Housing is configured for mounting
9  If ROAM® nod ired, it must be ordered and shipped t g or 48UV " . ) . directly over a standard 4" outlet box (by others) or for surface wiring via any of three convenient [
O o e LR TSRS S euvlumgar o bosacad wih P ton, O nd s T renged concomy i e g v syt convn N
10 DMG option for 347V or 480V requires 1000mA. as a separate line item from Acuity Brands Controls. otes
1 Only available with OLLWU and in DDB.
, LITHONIA One Lithonia Way  Conyers, Georgia 30012 ¢ Phone: 800.279.8041 o Fax: 770.918.1209 o Re o ' LITHONIA One Lithonia Way * Conyers, Georgia 30012 » Phone: 800.279.8041 TWR2 LED
LIGHTING. ©2011-2015 Acuity Brands Lighting, Inc. All rights reserved. Page 1 of 4 LIGHTING. © 2013-2018 Acuity Brands Lighting, Inc. All rights reserved Rev. 03/28/18 DECORATIVE INDOOR & OUTDOOR OLLWD-OLLWU
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